VAGSKRAPA | GRADER

Dala-Vagskrapa bygd och testad for att koras i kranen
pa skotare. Tandat fram och slatt skar baktill. Med Dala-
Vagskrapan aterstaller man snabbt vagen. Det tandade
skaret river upp vagmaterial medans det bakre stalet slatar
till vagen, och tar effektivt bort grenar fran vagen. Perfekt att
dra av leran av vagen med. Gar dven att anvanda for att dra
isar gruslass som inte spridits ordentligt. Tung konstruktion
som inte hoppar ovanpa ytan. Lassprintar for transportlage, 2
lagen for drag bygeln.

Dala-Grader is built and tested for usage on cranes of
forwarders. Serrated in the front and light notch at the back.
With Dala-Grader, you quickly restore the road. The serrated
notch pulls up the road materials and the slight notch
smoothens the road, also effectively removes branches from
the road. Perfect to pull off the clay of the road. Can also be
used to pull apart gravel that has not spread properly. Heavy
construction insures stable usage on the surface. Locking
racks for transport mode, 2 positions for pulling the bracket.

DALA-VAGSKRAPA

GF2700  GF3000

WIDTH
- —
HEIGHT mm | 3% 335 A
MAX HEIGHT mm | 970 970 i
LENGTH mm | 500 500 E
MAX LENGTH c| B
WEIGHT rrs7.

GF2700

ORDER CODE G6F3000

* Note! The manufacturer reserves the right to make changes in technical specifications.
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